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Beedenue. B crarbe paccMaTpuBaloTCA BOMpOCcbl HOPMHpoBaHHA 
TloOKa3aTesieH HaexKHOCTH Ha paHHUX CTaqWAx MpoeKTHpoBaHHA 
Malu. Takoii nogxoq obecneunBaeT coOmofxeHHe 3ajaHHoro 
YpOBHA HalexKHOCTH pH pa3paOoTKe eTaslel, KPHTHYHBIX C 
TOUKM 3peHHA cTaOMIbHOM sKcrIyaTayun. Lem padoTsr — uc- 
Cle€HOBaTb MpoOseMbl WpoeKTHpoBaHuA B YykKa3aHHOl cdepe. 
AHasIH3 M€TOJOB HOPMHPOBaHHA HafexKHOCTH MO3BOJIAeT yTBep- 
%aTb, YTO UX HEAOCTATOYHO AIA WpoeKTHupoBanusa. Kpome Toro, 
OTMCYEHEI MIpOTHBOPedHA, CBA3AHHBIC C HCIHOb30BaHHeM B TIpo- 
€KTHPOBaHHH 9KCMOHCHIMAasIbHOTO 3aKOHAa HaexKHOCTH. 
Mamepuanet u memodvi. Ha craquu TexHwyeckoro 3aaHHa 
OMpeyeseHbI YHCIeHHbIe 3HaYeHHA HapaOoTKH u Oe30TKa3HOCTH 
MalIMHbI. 3aTeM 3HaYeHHA BepOATHOCTeH Oe30TKa3HOM paOoTEI 
WIM OTKa30B CHCTeMBbI HM ee 3JICEMCHTOB IIpeACTaBJIeHbI CTereH- 
HBIMH BbIpaxkeHHAMH. B HHX CTeIeHH ABJIAIOTCA MapaMeTpaMu 
ParkHpoBaHHA MoKa3zaTeseli Oe30TKAa3HOCTH 3JIEMeHTOB CHCTe- 
MBI. 

Pesynaomamol uccnedoeanua. CHHTe3HpoBaH aJIbTepHaTHBHBI 
TIOAXO, K HOPMHPOBAHHIO, KOTOPbIi MO3BOJACT BbIMONHHTh MOJI- 
HBIM CTPYKTYPHbIM aHasM3 mpoeKta. TakHM OOpa30M, MOTyT OBITB 
OMWCHEHEI MOKa3zaTeIM HaexKHOCTH BCel CHCTeMbI WIM [erTaseit, 
Oe30TKa3HOCTh KOTOPBIX OlpeyesiaeT HayexkHOCTh MawiMH. Jeta- 
JIM HW [pyre dIeMeHTbI, OTKa3bI KOTOPBIX He BHe3alIHbI, paccMar- 
puBalotca 6e3 MpHMeHeHHA SKCIOHeHUMabHoro 3aKoHa. [Ipu 
9TOM COXpaHsAeTcA CBOMCTBeHHad EMy IIpOcTOTa MaTeMaTH4eCKHX 
onepaynit. 

O6cyarcdenue u 3axiouenuan. JIA MpoeKTHpOBaHHA C 3ajaHHBbIM 
YPOBHeM HajjexKHOCTH HeJOCTaTOUHO YHCIOBOTO 3HaYeHHA Bepo- 
ATHOCTH Oe30TKa3HOH padoTs! (BBP) MalmMuHb! B WesIOM, IpHHH- 
MaeMOTO Ha cTaqHM TexHHYecKoro 3ayaHHa. HeoOxoqumsl Tpe- 
Oyempre BBP uw HapaOoTKH 9JIEMeCHTOB CHCTeMBI, KOTOPBIe ABIIA- 
IOTCA HCTOUHHKAMH OTKA30B, pa3BHBaIOWIHXCA M10 pa3HbIM 3aKO- 
Ham. IlomyyeHHble pe3ysIbTaTbI MOTyT ObITb HCMOUb30BaHbI KaK 
IPH MI1pOeKTHPpOBaHHH HOBbIX MeXaHH4eCKHX CHCTeM C 3a]jaHHbIM 
YpOBHeM HajlexKHOCTH, Tak H TIP MOJepHu3al{HH MalvH. 
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HapaOoTka, MallIMHa, TeXHH4eCKad CHCTeMA, 3JIeEMeHT. 
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Introduction. The issues on standardization of reliability indices 
in the early stages of machine design are considered. This ap- 
proach maintains the target level of reliability when developing 
parts that are critical in view of stable operation. The work ob- 
jective is to study design problems in this area. The analysis of 
the reliability regulation methods suggests that they are insuffi- 
cient to design. Besides, there are some contradictions associat- 
ed with the use of the exponential failure law in design. 
Materials and Methods. At the stage of the task order, the nu- 
merical values of the operation time and reliability of the ma- 
chine are determined. Then the values of the reliability probabil- 
ities or failures of the system and its elements are shown by 
exponential expressions. In them, degrees are the ranking pa- 
rameters of the system reliability indices. 

Research Results. The alternative approach to normalization is 
synthesized; it enables to complete a full structural analysis. 
Thus, the reliability indices of the entire system or parts, whose 
operational safety determines the machine reliability, can be 
assessed. Parts and other components, whose failures are not 
sudden, are considered without using the exponential law. This 
preserves the inherent simplicity of mathematical operations. 
Discussion and Conclusions. The numerical value of the relia- 
bility probability (RP) of the machine as a whole, taken at the 
stage of the task order, is insufficient for the reliability target 
design. The specified RP and running time of the system ele- 
ments, which are sources of failures developing according to 
different laws, are required. The results obtained can be used 
both in designing new mechanical systems with the reliability 


target, and in the modernization of machines. 


Keywords: reliability, probability, failure-free performance, 


running time, machine, technical system, element. 
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Introduction. The conditions for launching mechanical products into manufacture and the unified system for 
design documentation (ESKD) [1—2] require considering the following engineering systems (ES) reliability parameters 
under the machine designing: 

- durability - calendar time (7); 
- reliability - probability of failure-free operation P(f) ...); 
- lifelength t = T hours (probability of failure-free operation should be guaranteed for this period). 

The given factors characterize the machine as a whole and are coordinated at the stage of the technical specifi- 
cations (TS). The developer should affect the failsafety, which is the key feature of the reliability of nonrecoverable ES 
and forms the durability of the restorable ES during the workover intervals. 

t lifelength is the argument of P(¢) reliability function. By any law of reliability, P(t) monotonously decreases 
with increasing ¢. In virtue of this, to achieve the required reliability probability (RP), the lifelength must be efficiently 
minimized and selected according to the ES behavior [3]. 

Parts and nonrepairable products, being worn out, determine the time between failures (TBF). Ideally, the TBF 
of the elements should be the same or at least be a multiple of the selected ES lifelength. In this case, 7, calendar time 
and the required T lifelength are related as follows: 

T=T,-365-K,,.:24-K,,- IIB, 4, (1) 


wher 7; is calendar life in years; K’..9 is the coefficient of ES possible use p.a.; K,,, is the coefficient of ES use per day; 
ITB is duty factor, which is the average ratio of on-time (acceleration time and steady-state motion time) to the ES work- 
cycle time. 

High RP is possible while reducing the required lifelength. If it needs to be significantly increased, failsafety 
will have to be maintained as follows: 
- to perform maintenance more often; 
- to budget disadvantage costs for ensuring the quality of products when designing key elements [4, 5]. 

The project RP can be selected from existing industry standards, from competitive conditions, and on other 
grounds, including the conventional reliability categories adopted for the engineering products (Table 1). 











Table 1 
Reliability categories of engineering products 
Reliability category 0 1 2 3 4 5 
RP acceptable value P(‘) <0.9 > 0.9 = 0.99 = 0.999 = 0.9999 1 


























When considering the reliability categories, the following groups of the ES characteristics are taken into ac- 
count [3, 6, 7]. 

1. According to the structural type of products. Technological complexes, machines, units, mechanisms and hi- 
erarchy (levels) of their assembly units and parts are considered. Under the sequential component interaction in most 
machines, the RP grows with the transition to the lower levels of the reliability structure diagram. Then the RP of the 
details under the structural analysis may approach the indices of 3-5 reliability categories. 

2. According to the ES types. The projected level of RP directly depends on the level of the manufacturer’s re- 
sponsibility before the ES consumer. Undoubtedly, the highest level of RP is planned, for example, for aircraft, chemi- 
cal machinery, medical equipment, military equipment, etc. 

3. According to types of failure effects. The projected level of RP directly depends on the potential damage 
level in case of a machine failure (economic, environmental, reputational, etc.). 

It is generally accepted [5, 6, 8-13] that the ES failures are presented as sudden. In this case, the RP is de- 
scribed by the exponential law 

P(t)=e™. (2) 
Here, . failure rate in the period of normal operation after run-in is associated with 7 mean time between system fail- 
ures 
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with failsafety parameters 


A=(-InP(T))/T. (4) 
From here, the ES mean time between failures (MTBF) can be calculated 
T =-T/(inP(T)). (5) 


This algorithm for forming the ES reliability parameters has both protagonists and opponents [7, 10, 14]. Do 
all failures occur suddenly? How correct are the ES reliability parameters (3) - (5) arising from the exponential law? 

How correct are the ES reliability parameters (3) - (5) arising from the exponential law? These questions arise 
when determining the failure rate (4) and the corresponding ES RP (3) regardless of the estimation technique: 

- according to specified 7 lifelength and P(T) RP; 

- on 7 MTBF; 

- according to 7 test results. 

In the literature, structural analysis of the ES reliability of the ES, which transform the input effect (IE) into 
output parameters (OP), is usually referred to as a bottom-up network analysis from the RP components to the RP sys- 
tems. Herewith, the following schematic structures are considered: sequential (Fig. 1, a), parallel (Fig. 1, b), and com- 
bined (Fig. 1, c). 


BB>/3n.1|>/Sn. 2 >[on.3]>...>[ani ]>...>[an.n]>Bn 


a) 











fea] 
>a] 


BB>Inc1 |>|nc2 |>...>|nci > >Inc n |>Bn 


> Pm 


c) 
Fig. 1. Schematic structures of ES reliability under various types of component 
interaction (BB=IE; BH=OP) 


Under the sequential interaction of the ES components (see Fig. 1, a) whose failures are independent, the ex- 
ponential law (2) represents a convenient mathematical model. If P(t) system RP and components - P(t) subsystems are 


in the ratio 


P= TRO, (6) 
i=l 
then the failure rates of 1 system and 1; subsystems are in the ratio 
r= PA, (7) 
i=l 


and they are ranked depending on the accepted principle of intensity distribution over the components. 

A hierarchical schematic structure developed from the nested levels of subsystems and components [3, 6, 8— 
12] enables, selectively or throughout the structure, to perform a top-down analysis [3, 9] (from ES RP to RP of compo- 
nents). The required values of the RP of components along with the required lifelength are the initial data for designing 
parts with the specified reliability level [15, 16]. 

The top-down analysis algorithm based on (2) enables to distribute the intensities and RP components over all 
nested levels of the schematic structures with equal success. This is the case for radioelectronic systems [10, 11]. But at 
the level of the mechanical system components [3], a contradiction arises: it is impossible to apply the exponential law 
if the development of degradation failure proceeds according to another law. The system failure will occur as a result of 
the sequential interaction not related to the exponential law. All the while, the development of a schematic structure for 
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the ES reliability has sense if it serves as the basis for designing parts and selecting standardized components with the 
required RP for the selected lifelength. 

When analyzing ES RP with parallel component interaction (see Fig. 1, b), the following conditions are con- 
sidered: 

- components are constantly on, 

- their failures are independent, 

- each of m components has P,(t) RP, 


- each of the m components is able to accept an input effect and convert it into an output parameter of the ES 
(see Fig. 1, b). 

In this case, the ES failure will occur after the failure of the last functional component. The probability of sys- 
tem failure through the component failure probability: 


F)=[[50. (8) 
j=l 
From the property 
P(t)+F(t)=1 (9) 
The system survival probability through the component RP: 
P(t) =1-][[I-P.@). (10) 
j=l 


For homogeneous components 
P(t)=1-[1-PO]". (11) 

If the goal is to provide the specified ES RP, and homogeneous redundant components are taken into account, 
then using the expression of the exponential law (2) gives a simple failure rate calculation of components or m number 
of components only in the ratio (11). For more complex relations (10) and combined structures (see Fig. 1, c), examples 
using the exponential law are not given. 

Simple division into components is impossible in respect to complex structures with multidirectional compo- 
nent interaction with dependent failures. Performance and reliability parameters should be determined for the system as 
a whole, and in this case, it may be necessary to carry out a large amount of analytics and experimental works. A graph- 
ic representation of such diagrams [7, 9] is accompanied by a reference to the complexity of the functioning model and 
the cumbersome reliability calculations (for example, a complex closed interdependent operation of IC engine units or 
of jet engine). 

Main Part. For the design ES implementation under any kind of interaction, it is necessary to produce parts 
that make up the assembly units, and then — functional modules (mechanisms, units, power boxes, control modules, 
etc.). The modern modular principle of building machines provides for modular operations: development, assembly and 
debugging, modification and modernization, repair, replacement, etc. Parts and other components are at the lower level 
of the hierarchical design system consisting of nested blocks. Using it as a reliability structure diagram, it is necessary 
to find the criterion for RP distribution over components. We should consider not P (#) function, but its numerical value 
P(T). In this case, it is possible to substitute the specified T lifelength, and to use it under the distribution of the RP nu- 
merical values over components as the replacement cost criterion for base units in the event of their failures. The re- 
placement cost may include: 

- costs of materials used for the repair, products, diagnostics and repair work; 

- failure effects estimated in money equivalent (renewal of other damaged components in case of dependent 
failures, ES idle time losses, insurance compensation for repayment, etc.). 

This study objective is to develop a top-down analysis method for reliability structure diagrams, which elimi- 
nates the above-mentioned contradictions. The ES reliability structure diagram should be a tool for the distribution of 
component RP for the specified ES RP in the initial stages of the project. Then the selected lifelength and the balanced 
component RP will be the initial data for the design with the given reliability level. For this, the structure diagram 
should meet a number of requirements. 

1. The structure diagram should be based on the construct structure. This will simplify complex functional com- 
ponent relationships. 

2. The structure diagram should contain a mathematical reliability model available for calculations in the early 

stages of the project. 
3. The reliability model of according to the structure diagram should be based not on the exponential law, but on- 
ly on the fundamental reliability properties of the technical objects and systems (6), (8) - (11). 
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4. The criterion for ranking the component RP should be the cost of the component renewal in case it fails. It can 
be considered as a monetary equivalent of compensation of damage from failure. 

5. The top-down structural analysis should be applied equally efficiently for both sequentially interacting and re- 
dundant reliability diagrams, as well as for the combined ones. 

Alternative representation of numerical value of object RP. While ¢ time has P(t) value of the reliability 
function argument, it is a function decreasing by any of the known laws or obtained statically. After selecting the re- 
quired ¢ = T lifelength, RP receives P(f) = P(T) value within 0 < P(7) <1 limits. Such a value can be represented in a 
variety of ways from which the exponential expression is selected 


P(T)=B*. (12) 
X determined by the ratio 
X = Ig (P(T))/Ig B. (13) 
Taking the base value of B = 10 degree, we obtain the expression of the numerical RP value: 
P(T) =10*, (14) 
from which 
X = Ig P(T). (15) 


X exponent is called the ranking parameter of the ES RP. In the annex to the system components, X, exponents 


are also referred to as the ranking parameters of the component RP. Further in this presentation, “the simplest and most 
important case” [13] of the system reliability is considered. 

ES component RP under their sequential interaction. Consider the ES reliability structure diagram with the 
sequential component interaction (see Fig. 1, a) whose failures are independent. In this case, the system failure under 
the failure of any of n components at f = T time is expressed through the component RP according to (6): 


p(T) =] Pr). 


In (6), product can be obtained by a variety of P(7) combinations and types of their presentation. Applying 
(14) for the numerical values of P(T’) system RP and its components, P(T) =F (T)xP,(T)x...x P. (T) product can be 
represented as follows: 
10* =10*'x10*? x...x10™, 
whence the connection between the system ranking parameter and the components: 
X=X, 4X, +..4X,. (16) 
From the set of X, possible combinations in (16), those ones following from C, renewal costs of failed com- 


ponents are selected. At this, components with a higher renewal cost should have larger P(t) RPs. That is, at the cost of 





C;, Co, ..., C, components restoring, the set of 1/C,, 1/C,,..., 1/C, inverse values should be associated with the set 
of X,, X,,..., X, components’ ranking parameters. 
The indicated ratio can be written as sums 
dot 4 
C. G. C. 
je Eg gk Cn ; 
1 1 1 
7 7G Pe 
i I i 
in which the accepted conditions for X, ranking parameter are obtained from the termwise equality of the summands: 
i 
Xx, C 


i i 





Xx Le 
Lc 
The right-hand side of this equality is called the “weight coefficient of the renewal cost of sequentially interact- 
ing components”: 


1 
C 
a, = Tr 
XG 
X, ranking parameter values that meet the ranking condition: 
X= Mas (18) 





(17) 


Manshin Yu. P. and the others. Reliability of parts and unrestorable components in the machine design 


Manowun f0. I. u op. Hadescnocms demanett u nepemonmupyembix y3l06 npu npoekmuposanuu mawun 





The unit of measuring the renewal cost does not matter, since the cost relations are used in (17). The top-down 
analysis of the ES component RP with sequential interaction is considered in Example 1. The system presented below 
contains three components for simplicity. However, any number of components is possible for the algorithm based on 
(14-18). 

Example 1. Calculation of the ES component RP with sequential interaction (see Fig. 1, a). Initial data: 

- system RP: P(T) = 0.9; 

- number of components: n = 3; 

- renewal costs of components (in c.u.): C, = 5000, C, = 3000, C, = 2000. 

Ranking parameter for ES RP (15): X = /g P(T) = Ig 0.9 = -0.04576. 

The results of the step-by-step calculation of the component RP are presented in Table 2. 

















Table 2 
Calculation of ES component RP with sequential interaction 
Object C,, c.u. 1/C, a, (17) | X, (18) P(T) (14) 
ES —0.04576 0.9 
Component 1 5000 0.0002 | 0.193548 | —0.00886 0.979814 
Component 2 3000 0.000333 | 0.322581 | -0.01476 0.966584 
Component 3 2000 0.0005 0.483871 | —0.02214 0.950297 
Checksums and > d/C) y a, a a P(T)= Il P(T) 
a 0.001033 1 —0.04576 0.9 


























ES component RP under their parallel interaction. Consider the following case: system crash under the 
failure of all elements with F(T) probability at t = T moment of time corresponding to the selected lifelength. Then, the 
basic property of parallel component interaction (see Fig. 1, b), according to (8), is expressed through F(T) compo- 


nent failure rate: 
F(T)=|[F,@). 
j=l 


Taking by the analogy with (14) 
F(T) =10", (19) 


where Y is determined from logarithmic equation /g (F(T)) = Y/g10: 
Y= lg F(T). (20) 
Y exponent is called the ranking parameter of the ES failure rate. When engaged the system components, Y, 
exponents are called the ranking parameters of the component failure rate. The conditions (8, 19) can be represented by 
10* =10"' x10"* x...x10” product, whence 
Y=¥+Y,+..+Y,. (21) 
From Y; set of possible combinations in (21), those ones following from C, renewal costs of failed compo- 


nents are selected. At this, components with a higher renewal cost should have lower failure rate (which also means 
large RP). That is, at the cost of C,, C,,..., C,, components restoring, the set of C,,C,,...,C,, costs should be associat- 


ed with the set of Y,,¥,,...,Y,, exponents. 


The indicated ratio can be written as sums 
(eg ey got eye ia + = +..+ Cn 
ae Ak ee SS aaa Se 


Here, the selected conditions for the exponents at Y, are obtained from the termwise equality of the summands: 
C, 


tel 


Yo 
The right-hand side of the equality is called the “weight coefficient of the renewal cost under parallel compo- 
nent interaction”: 











b=. (22) 
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Y; ranking parameter values fitting the above relation: 
Y,=Yb,. (23) 
The top-down analysis of the failure rate and ES component RP with the parallel component interaction is con- 
sidered in Example 2. The system contains three components. 
Example 2. Calculation of the failure rate and ES component RP with parallel interaction (see Fig. 1, b). Initial 
data: 
- system RP: P(T) = 0.9; 
- component number: m = 3; 
- component renewal costs (in c.u.): C, = 5000, C, = 3000 u C, = 2000. 
We calculate the system reliability indices. System failure probability from (9): 
F(T) =1-P(T)=1-0.9=0.1. 
Ranking parameter values for the system failure probability from (20): 
Y=lg F(T) =/g 0.1 =-1. 
The results of the step-by-step calculation are presented in Table 3. 

















Table 3 
Calculation of ES component RP with parallel interaction 
Object C;, Cu. b, (22) Y; (23) F, =10" P(T)=1-F, (7) 

ES —l 0.1 0.9 
Component 1 5000 0.5 —0.5 0.316228 0.683772 
Component 2 3000 0.3 —0.3 0.501187 0.498813 
Component 3 2000 0.2 —0.2 0.630957 0.369043 

Checksums and yc yb, YY | F@=T][4@ | e@)=1-[]a-2@) 
products 
10000 1 —l 0.1 0.9 


























Example 3. Probability calculation of the nonfailure operation of the combined ES components (see Fig. 1, c). 
Initial data: 

- number of sequentially interacting subsystems: n = 3; 

- number of parallel interacting elements of SS 3: m= 4; 

- system RP: P(T) =0.95; 

- renewal costs of subsystems (in c.u.): C, = 5000, C, = 8000, C, = 12000; 


- renewal costs of parallel component interaction (in c.u.): C,, = 3000, C,, =4000, C,, =5000, C,,, 
= 6000 
We calculate the system reliability indices. Ranking parameter for ES RP from (15): 
X = Ig P(T) = Ig 0.95 =—0.022276. 
The results of the step-by-step calculation are presented in Table 4. 






































Table 4 
Calculation of ES component RP with sequential interaction 
Object C,, c.u. 1/C, a, (17) X, (18) P(T) (14) 
ES —0.022276 0.95 
Subsystem (SS) 1 5000 0.000200 0.489796 —0.010911 0.975190 
SS 2 8000 0.000125 0.306122 —0.006819 0.984421 
SS 3 12000 0.000083 0.204082 —0.004546 0.989587 < 
Checksums and yd/C,) ya, YX, P(T)=[] BZ) 
products 0.000408 1 —0.022276 0.95 
"<4 — subsystem selection mark for further top-down analysis. 








From Table 4, RP of the SS 3 subsystem: P3(7) = 0.989587. Failure rate of SS 3 (8): 
F(T) =1-P,(L) =1-0.989587 = 0.010413 . The ranking parameter for the failure rate of SS 3 (22): 


Y =lg F,(T) =/g0.010413 = -1.982407. 
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The results of the step-by-step calculation are presented in Table 5. 




















Table 5 
Calculation of SS 3 component RP with parallel interaction 
Object C;, Cu. b, (22) Y, (23) F,=10" P(T)=1-F,(7) 

SS 3 —1.982407 0.010413 0.989587 
Component 3.1 3000 0.166667 —0.330401 0.467303 0.532697 
Component 3.2 4000 0.222222 —0.440535 0.362631 0.637369 
Component 3.3 5000 0.277778 —0.550669 0.281405 0.718595 
Component 3.4 6000 0.333333 —0.660802 0.218372 0.781628 
Checksums and be oy Yb, aes F(M)=|[7,@) | p@)=1-[]a-2.@) 
products 

18000 1 —1.982407 0.010413 0.989587 


























The required lifelength of the ES and all its elements (1) should be considered, so that the component RP cal- 
culated in Tables 2—5 will be the initial data for the calculation and selection of components with the specified reliabil- 
ity level. 

It is necessary to determine the obtained resources by the corresponding reliability models with the calculated 
RPs (Tables 2, 3, 5). To do this, the dimensions and design parameters of the components (parts, standard and other 
nonrestorable items) obtained at the stage of preliminary design are considered. Then, measures can be taken to approx- 
imate the obtained and specified resources [15, 16]. 

Conclusion. The technique of top-down analysis of the machine reliability structure diagram is developed and 
tested on numerical examples. Its algorithm coincides with the sequence of design stages: from the machine RP — to the 
RP of its parts. The selection of the required lifelength and RP distribution over the parts at the initial stages of the pro- 
ject provide the design with the specified reliability level. The structure diagram can be based on the construct structure. 
This ensures a universal approach to the formation of structure reliability diagrams under various types of component 
interaction. The criterion for ranking the RP components is the component renewal in case of its failure. At any level of 
the structure diagram, it includes the monetary equivalent of the costs of materials, products, repairs, damage from fail- 
ure. They are known with sufficient accuracy at the initial stage of machine development. 

The need to use the exponential law under the normalization of reliability and the development of its structure 
diagrams is eliminated. The RP analysis relies only on the reliability fundamental properties that are common to all 
technical objects and systems. The analysis algorithm is maintained at all levels of the structure diagrams including part 
levels. 

Mathematical models of the structure diagrams are simple, available for calculations in the early project stages, 
and equally efficient for sequentially interacting, redundant and combined reliability diagrams. They provide convenient 
possibilities for algorithmization, programming, and data correction. 
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